
TrackUtility MK2

Displays the 
peak and RMS 

Enables the output clipper
Sets the output 
limiter release Enables the output limiter

Sets the track 
panning

Sets the auto 
gain level

Enables the Auto 
Gain mode

Inverts the channels 
phase

Output peak 
meter

Output RMS 
meter

Sets the RMS window 
size

Sets the stereo image 
wideness

Sets the Gain level from 
-60dB to +60dB, with auto 
gain on, a double click will 
reset it

Selects the auto gain 
mode (peak or RMS)

Sets the 
parameters to be 

Sets the 
plugin group

Enables track 
muting

TrackUtility MK2 is a swiss army knife for audio, it features different useful processors that you 
would otherwise need to find loading many plugins in a handy and logic GUI that you can keep 
on your screen together with other plugins. When you need to change a track from stereo to 
mono, remove DC, pan, trim, etc. TrackUtility MK2 is there for you. Thanks to the limiter in the 
output section, the stereo wideness control, that can also act as a fake stereo simulator, and to the 
auto gain RMS mode TrackUtility is also very useful on the master bus for quick mastering. Set 
the RMS to your desired maximum level, engage the auto gain and the limiter. Set the stereo 
image to taste, here is a quick mastering recipe. Building on the strength of the previous version image to taste, here is a quick mastering recipe. Building on the strength of the previous version 
TrackUtility MK2 adds a very handy grouping function to allow for the change of any parameter 
to a whole bunch of instances at once, revamp the RMS meter with a freely adjustable windows, 
include the latest auto gain algorithm and borrows the limiter code straight from Magnus, 
allowing you to choose three different auto release times.

Enables DC
 filtering

Selects the source 
channel for 
processing (Left and 
Right, Left, Right, 
Stereo swap)
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